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RS LINE ATEX 
Pompe alto vuoto Atex

Pensate appositamente per operare, secondo la direttiva ATEX con sistemi 
caratterizzati da refrigeranti A3 quali HC (come R290 e R600a). 

Modello RS3D (46l/min) disponibile nelle due versioni senza A e con  
elettrovalvola-vacuometro B.

Modello RS9D (180lt/min) disponibile nella versione con elettrovalvo-
la-vacuometro. 

Equipaggiate con tubo scarico vapore 5 mt.

Rif Codice Modello Dimensioni Peso

A 02002052 RS3D-EX 267 x 150 x 250 mm 6,4 kg

B 02099036 RS3DE/V-EX 267 x 150 x 250 mm 6,4 kg

C 02099038 RS9DE/V-EX 350 x 150 x 280 mm 12,5 kg
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POMPA VUOTO E GRUPPI MANOMETRICI

Caratteristiche tecniche

RS3 RS9

Portata nominale 46 lt/min 180 lt/min

Vuoto 昀椀nale 1x10-2 mbar 1x10-2 mbar

Alimentazione elettrica 220-240/1/50-60 220-240/1/50-60

Potenza installata 120 W 370 W

Grado di protezione IP54 IP54

Carica olio 300 cc 450 cc

Attacchi
1/4”NPT F-1/4”SAE (RS3D)
1/4”,5/16”,3/8”SAE (RS3DEV)

1/4”, 5/16”, 3/8” SAE

Ricambi

Codice Descripzione

06053010 Tubo scarico vapore 5mt x 5mm per RS3D-EX

06053012 Tubo scarico vapore 5mt x 8mm per RS9D-EX

GRUPPO MANOMETRICO 4 VIE A PISTONE CON 
MANOMETRI Ø80 CLASSE 1 A BAGNO D’OLIO 
Manometri a bagno d’olio con vite di regolazione.

Codice Attachi Dimensioni Peso

04024039 3x1/4”SAE + 1x3/8” SAE 220 x 220 x 70 mm 0,9 kg

Codice Modello Rerfrigerante Scala

04024039 PW4ML80/D6/4/K1 R600a-R290-R1270 D6

VALVOLE DI ACCESSO 

Codice Dimensioni Peso

05059049001 140 x 100 x 20 mm 0,1 kg

Codice Modello Attacchi

05059049001 LOCK-VALVE 1/4”  1/4” SAE F x 1/4” SAE M

CE ATEX II 3G c T3

A

B

C

HC
R600a - R290  

R1270
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4-WAYS PISTON MANIFOLD WITH PRESSURE 
GAUGES Ø80 CLASS 1 OIL-FILLED  
With regulation screw.

Code Connections Dimensions Weight

04024039 3x1/4”SAE + 1x3/8” SAE 220 x 220 x 70 mm 0,9 kg

Code Model Rerfrigerants Dial

04024039 PW4ML80/D6/4/K1 R600a-R290-R1270 D6

ACCESS VALVES 

Code Dimensions Weight

05059049001 140 x 100 x 20 mm 0,1 kg

Code Model Connections

05059049001 LOCK-VALVE 1/4”  1/4” SAE F x 1/4” SAE M

CE ATEX II 3G c T3

VACUUM PUMP AND MANIFOLDS
HC

R600a - R290  
R1270

RS LINE ATEX 

ATEX high vacuum pumps

Designed specifically to operate, according to the ATEX directive with sys-
tems using A3 refrigerants such as HC (such as R290 and R600a).

Model RS3D (46l/min) is available both in version without (A) and with 
solenoid valve and vacuum gauge (B). 

Model RS9D (180l/min) is available only in version with solenoid valve 
and vacuum gauge (C).

Equipped with 5m vapour discharge hose.

Ref Code Model Dimensions Weight

A 02002052 RS3D-EX 267 x 150 x 250 mm 6,4 kg

B 02099036 RS3DE/V-EX 267 x 150 x 250 mm 6,4 kg

C 02099038 RS9DE/V-EX 350 x 150 x 280 mm 12.5 kg

Technical features

RS3 RS9

Swept volume 46 lt/min 180 lt/min

Ultimate vacuum 1x10-2 mbar 1x10-2 mbar

Power supply 220-240/1/50-60 220-240/1/50-60

Nominal power 120 W 370 W

Protection degree IP54 IP54

Oil charge 300 cc 450 cc

Connections
1/4”NPT F-1/4”SAE (RS3D)

1/4”,5/16”,3/8”SAE (RS3DEV)
1/4”, 5/16”, 3/8” SAE

A

B

C

Spare parts

Code Description

06053010 Vapour discharge hose 5m x 5mm for RS3D

06053012 Vapour discharge hose 5m x 8mm for RS9D
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